?ﬁamsam ACHILLE Tomasetto Achille Spa
companents for LPG & CNG systems

Componenti di qualita per sistemi a GPL e Metano

CNG FILLING VALVES VM04 NGV1

CNG FILLING VALVE WITH NGV1 CONNECTOR

CNG Manual Filling valves NGV1 type are homologated in accordance with the European
Regulation ECE R110. They are available in four different models:

STANDARD type, with manual tap and non-return valve, available with NGV1 connector
“T” type, without manual tap, with non-return valve, available with NGV1 connector
STRAIGHT, for direct connections, with non-return valve, available with NGV1 connector.

STRAIGHT SHORT, for direct connections, with non-return valve, available with NGV1
connector (not compatible with VM1022)
All NGV1 models are available in M12x1 and M14x1 configuration

VMO04 NGV1 accessories:

VM1024 Accessories bag @6 mm
VM1037 Accessories bag @8 mm
VM1022 Filling valve iron fixing shaft
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SKU: N/A

PRODUCT DESCRIPTION

MANUAL FILLING VALVE

NGV1
Material
Weight

Type of product

Max working pressure

Manual tap, opening/closing

angle
Non return valve

Pipe outlet connection *

External connection
Filling connection

STANDARD

Tomasetto Achille Spa

Componenti di qualita per sistemi a GPL e Metano

Hot-forged brass + Hot-forged brass

Steel
0,48 kg

Manual CNG filling
valve

26 Mpa (260 bar)

~ 270°
Yes
M12x1 (@ 6 mm)

M14x1 (@ 8 mm)
1/4" NPT

1/2" G
NGV1

* other connections upon request

Tomasetto Achille Spa

T-BODY STRAIGHT
+ Steel Steel
0,35 kg 0.26 kg
Manual CNG filling Manual CNG
valve filling valve
26 M 2
26 Mpa (260 bar) 6 Mpa (260
bar)
No No
Yes Yes
M12x1 (D 6
mm)
M12x1 (@ 6 mm)
M14x1 (@ 8 mm) 1x1(08
mm)
1/4" NPT
1/2" G 1/2" G
NGV1 NGV1

SHORT
STRAIGHT

Steel

0.20 kg
Manual CNG
filling valve
26 Mpa (260
bar)

No

Yes

M12x1 (@ 6 mm)

M24x1
NGV1
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