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Componenti di qualita per sistemi a GPL e Metano

LPG MULTIVALVES MODEL ATO0O SPRINT

IN CONFORMITY WITH PREVIOUS REGULATION ECE 67R-00

For several years, the multivalve AT00 fromm Tomasetto Achille has been a trusted solution
in LPG systems, renowned for its quality, reliability, and performance. Building on this solid
reputation, the ATOO SPRINT multivalve represents an evolution of the well-established AT0O0
model, further enhancing performance and distinguishing its design.

Key improvements include:

* A lightened body that retains the proven mechanical functions.

e An optimized 80% fill limiter valve with integrated non-return valve.

e An easier direct inlet connection.

e A new sensor holder and a compact mechanical level indicator with fast fixing.

The ATOO SPRINT is available in two versions:

e Standard: Ideal for a wide range of applications.
e Extra: Featuring enlarged internal passages for enhanced flow dynamics.
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Designed for most cylindrical and toroidal tanks—and customizable upon request—this LPG
multivalve is supplied complete with a sensor holder and mounting accessories in the

MVAT3226 kit bag.

SKU: MVATOOxx.1

PRODUCT DESCRIPTION

VERSION STANDARD

Material Hot forged brass, CNC machined
PRV setting** 2,5 MPa (25 bar)

PRV flow rate* 21,1 m*/min

Inlet connection M12x1 pipe @ 8mm

Outlet connection M10x1 pipe @ 6mm

Automatic 80% level stop yes

Excess flow valve yes

Outlet manual valve yes

Level sensor Mechanical indicator

* Values referred to the homologation tests
** different settings available on request
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EXTRA
Hot forged brass, CNC machined
2,5 MPa (25 bar)

21,1 m*/min

M12x1 pipe @ 8mm
M12x1 pipe @ 8mm
yes

yes

yes

Mechanical indicator
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