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Componenti di qualita per sistemi a GPL e Metano

LPG REGULATOR MODEL AT13 XP

REGULATOR FOR SEQUENTIAL INJECTION SYSTEMS WITH HIGH PERFORMANCES

EXTRA POWER - EXTRA PRESSURE - EXTRA PERFORMANCES

The LPG reducer model AT13 XP is the new version of the AT13 family, designed for highest
power engines reaching 275 kW in cold weather conditions. The new AT13 XP has been
designed with the Dynamic Pressure Compensation System (like Nordic XP): the special double
membrane system allows an increase of the LPG outlet pressure while increasing the engine
load. Thanks to a special additional plate and redesigning water and gas circuits, this model has
the highest heat exchange and gas flow in our LPG reducers’ range.

The reducer has a double gas outlet, allowing the direct connections of 2 injectors. This feature
allows to reduce pressure drops on the circuit, making it suitable for higher power engines.
AT13 XP is fitted with internal discharging system of safety valve overpressure through MAP
connection, hence there is no need to connect an additional pipe.

Maintenance kit for AT13XP: RGAT2087

SKU: RGAT3990T
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PRODUCT DESCRIPTION

VERSION

Type of product
Material

Weight
Dimensions

Max inlet pressure
Outlet pressure
Coil voltage

Coil power

Coil connection
Inlet connection
Outlet connection
Engine power

Tomasetto Achille Spa

Componenti di qualita per sistemi a GPL e Metano

AT13 XP

LPG sequential reducer
Die cast aluminium body
1,90 kg

165x120x150 mm

3 MPa (30 bar)

From 90 to 180 kPa *

12 v DC

17 W

Fast-on (AMP upon request)
M12x1 pipe @ 8 mm
Fixed fitting @ 12,5 mm
Up to 275 kW

* referred to the MAP
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